Classic 4-Band, the C-4S

40-20-15-10 Mtrs
(2 feed lines: 40 & 20-15-10)

also operates on 17 and 12 meters using your rig’s tuner

Force 12, Inc.
P.O. Box 1349 Paso Robles, CA 93447
Technical Support 1.805.227.1680 FAX 1.805.227.1684 Order Line 1.800.248.1985

Thank you for selecting the combination Force 12 C-4S 4-band Yagi antenna. Core C-3§ antenna is
enhanced by the addition of the EF-1408 dipole for 40 meters.

The assembly instructions are the individual manuals for each of the Yagi antennas (the C-4S and EF-
1408). Both manuals follow this introduction. Severalkdrawings of the antenna follow this page.

The assembly procedure is to assemble the C-3S core antenna first, then assemble the EF-140S 40
meter element. Add the 40 meter element to the boom and assembly is complete. Use the individual
manuals for all assembly instructions (i.e. element assembly, etc.).

Thank you!
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PLEASE BE CAREFUL AND DO NOT LET THIS ANTENNA COME INTO
CONTACT WITH POWER LINES OR OTHER DANGERS. YOU CAN BE
INJURED OR KILLED BY IMPROPER HANDLING OF THIS ANTENNA.

Thank you for sqz_lécti_rig our product. We hope you enjoy using it.

Force 12, Inc. Warranty, Limitation of Liability

Force 12, Iuc products are xxﬁ'rrdnted for a period of one year from date of purchase. Warranty covers defects in manufacturing and workmanship. Force 12,
Inc. has the discretion of henoring the warranty if the product appears to have been abused, used in a manner that excceds the speeifications of the unit, or a
use for which the product was not designed. This warranty does not cover transportation, installation, punitive, or other costs that may be incurred from
warranty repair, or installation. Force 12, Inc. must be notified and warranty repair authorized {only by Force 12, Inc. who issues an RMA) before the
company will aceept any product returns. Please advise the date of purchase, model number, serial number (if applicable) and a brief description of the

problem. 30% restocking fee on products returned unused with RMA issued by Force 12, Inc. at the sole discretion of Force 12, Inc.

The customer, installer and user of these products individually and collectively acknowledge that these products can cause injury or death and individually
and collectively accept full responsibility and liability for any and all personal and property damage (direct, indirect and punitive) caused during installation

and/or use of these products and ht‘)'h.f Force 12, Inc. harmless for such damage. (warranty notice date 10/15/2004})

DW-Manual-C-4S-overview-001 FORCE 12, Inc. Assembly Instructions Page 1 of 16

IR ———




o

STRIKE FORCE Classic 4-Band, C-4S -
7 Element 40, 20, 15 and 10 Meter Yagi-style Antenna
FREQUENCY COVERAGE 6.900-7.500; 13.950-14.400; 21.000-21.450; 28.000-29.700 Mz (>1Mllz 2:1)
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15 Mtr Rear Driver tips have 2 adjustments available: 1 up and 1 down

each hole infout adjusts center frequency approx 125 kIz (std center freq is ~21.225)
10 Mtr Front Driver tips have 4 adjustments available: 2 u and 2 down

each hole infout adjusts center frequency approx 250 kHz (std center freq is ~28.800)

FRONT of ANTENNA

i e B I BOOM is 12' x 2" OD
WINDLOAD - 5.66 Square Feet Maximum at 15 degrees from boom center
MAST TORQUE: <200 inch pounds at 70 mph
WEIGHT = Approximately 35 Pounds
TURNING 1 IUS  19.8 Feet FEED SYSTEM: Single 50 ohm coax
POWER RATING @ 3KW . through tRE ch-o}fg or 1:1 balun
WIND SURVIVAL 80 mph airpin match on 40 mtrs

o Al W through RF choke or 1:1 balun

Copyright, l%ﬁ.‘l;;s %2dminc,, 1997
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STRIKE FORCE Classic 4-Band, C-45
7 Element 40, 20, 15 and 10 Meter Yagi-style Antenna
FREQUENCY COVERAGE 6.900-7.500; 13.950-14.400; 21.000-21.450; 28.000-29.700 MHz (>1MHz 2:1)
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C-3S core antenna
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EF-140S 40 mftr
Dipole to complete

the C-4S
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or 1:1 balun.
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16 M Front Deiver, El#6

15 Mtr Rear Driver tips have 2 adjustments available: 1 up and 1 down

each hole infout adjusts center frequency approx 125 kHz (std center freq is ~21.225)
10 Mtr Front Driver tips have 4 adjustments available: 2 up and 2 down

each hole infout adjusts center frequency approx 250 kllz (std center freq is ~28.800)

ANTENNA

There are two (2) feedpoints for the C-4S:
1) 20 mir driver, element #5, can be fed with an RF choke

2) 40 mtr dipole, element #2A, can be fed with a large RF
choke; however, a 1:1 balun is recommended.

“opyright, Force 12, Inc.,
Copyright Fﬁﬁc&lsa.dmm 1997
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